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§ 60.2655 How do I renew my lapsed 
operator qualification? 

You must renew a lapsed operator 
qualification by one of the two meth-
ods specified in paragraphs (a) and (b) 
of this section. 

(a) For a lapse of less than 3 years, 
you must complete a standard annual 
refresher course described in § 60.2650. 

(b) For a lapse of 3 years or more, 
you must repeat the initial qualifica-
tion requirements in § 60.2645(a). 

§ 60.2660 What site-specific docu-
mentation is required? 

(a) Documentation must be available 
at the facility and readily accessible 
for all CISWI unit operators that ad-
dresses the ten topics described in 
paragraphs (a)(1) through (10) of this 
section. You must maintain this infor-
mation and the training records re-
quired by paragraph (c) of this section 
in a manner that they can be readily 
accessed and are suitable for inspection 
upon request. 

(1) Summary of the applicable stand-
ards under this subpart. 

(2) Procedures for receiving, han-
dling, and charging waste. 

(3) Incinerator startup, shutdown, 
and malfunction procedures. 

(4) Procedures for maintaining proper 
combustion air supply levels. 

(5) Procedures for operating the in-
cinerator and associated air pollution 
control systems within the standards 
established under this subpart. 

(6) Monitoring procedures for dem-
onstrating compliance with the incin-
erator operating limits. 

(7) Reporting and recordkeeping pro-
cedures. 

(8) The waste management plan re-
quired under §§ 60.2620 through 60.2630. 

(9) Procedures for handling ash. 
(10) A list of the wastes burned dur-

ing the performance test. 
(b) You must establish a program for 

reviewing the information listed in 
paragraph (a) of this section with each 
incinerator operator. 

(1) The initial review of the informa-
tion listed in paragraph (a) of this sec-
tion must be conducted by the later of 
the three dates specified in paragraphs 
(b)(1)(i) through (iii) of this section. 

(i) The final compliance date (Incre-
ment 2). 

(ii) Six months after CISWI unit 
startup. 

(iii) Six months after being assigned 
to operate the CISWI unit. 

(2) Subsequent annual reviews of the 
information listed in paragraph (a) of 
this section must be conducted no later 
than 12 months following the previous 
review. 

(c) You must also maintain the infor-
mation specified in paragraphs (c)(1) 
through (3) of this section. 

(1) Records showing the names of 
CISWI unit operators who have com-
pleted review of the information in 
§ 60.2660(a) as required by § 60.2660(b), in-
cluding the date of the initial review 
and all subsequent annual reviews. 

(2) Records showing the names of the 
CISWI operators who have completed 
the operator training requirements 
under § 60.2635, met the criteria for 
qualification under § 60.2645, and main-
tained or renewed their qualification 
under § 60.2650 or § 60.2655. Records must 
include documentation of training, the 
dates of the initial refresher training, 
and the dates of their qualification and 
all subsequent renewals of such quali-
fications. 

(3) For each qualified operator, the 
phone and/or pager number at which 
they can be reached during operating 
hours. 

§ 60.2665 What if all the qualified oper-
ators are temporarily not acces-
sible? 

If all qualified operators are tempo-
rarily not accessible (i.e., not at the fa-
cility and not able to be at the facility 
within 1 hour), you must meet one of 
the two criteria specified in paragraphs 
(a) and (b) of this section, depending on 
the length of time that a qualified op-
erator is not accessible. 

(a) When all qualified operators are 
not accessible for more than 8 hours, 
but less than 2 weeks, the CISWI unit 
may be operated by other plant per-
sonnel familiar with the operation of 
the CISWI unit who have completed a 
review of the information specified in 
§ 60.2660(a) within the past 12 months. 
However, you must record the period 
when all qualified operators were not 
accessible and include this deviation in 
the annual report as specified under 
§ 60.2770. 
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(b) When all qualified operators are 
not accessible for 2 weeks or more, you 
must take the two actions that are de-
scribed in paragraphs (b)(1) and (2) of 
this section. 

(1) Notify the Administrator of this 
deviation in writing within 10 days. In 
the notice, state what caused this devi-
ation, what you are doing to ensure 
that a qualified operator is accessible, 
and when you anticipate that a quali-
fied operator will be accessible. 

(2) Submit a status report to the Ad-
ministrator every 4 weeks outlining 
what you are doing to ensure that a 
qualified operator is accessible, stating 
when you anticipate that a qualified 
operator will be accessible and request-
ing approval from the Administrator to 
continue operation of the CISWI unit. 
You must submit the first status re-
port 4 weeks after you notify the Ad-
ministrator of the deviation under 
paragraph (b)(1) of this section. If the 
Administrator notifies you that your 
request to continue operation of the 
CISWI unit is disapproved, the CISWI 
unit may continue operation for 90 
days, then must cease operation. Oper-
ation of the unit may resume if you 
meet the two requirements in para-
graphs (b)(2)(i) and (ii) of this section. 

(i) A qualified operator is accessible 
as required under § 60.2635(a). 

(ii) You notify the Administrator 
that a qualified operator is accessible 
and that you are resuming operation. 

MODEL RULE—EMISSION LIMITATIONS 
AND OPERATING LIMITS 

§ 60.2670 What emission limitations 
must I meet and by when? 

You must meet the emission limita-
tions specified in Table 2 of this sub-
part on the date the initial perform-
ance test is required or completed 
(whichever is earlier). 

§ 60.2675 What operating limits must I 
meet and by when? 

(a) If you use a wet scrubber to com-
ply with the emission limitations, you 
must establish operating limits for 
four operating parameters (as specified 
in Table 3 of this subpart) as described 
in paragraphs (a)(1) through (4) of this 
section during the initial performance 
test. 

(1) Maximum charge rate, calculated 
using one of the two different proce-
dures in paragraph (a)(1)(i) or (ii), as 
appropriate. 

(i) For continuous and intermittent 
units, maximum charge rate is 110 per-
cent of the average charge rate meas-
ured during the most recent perform-
ance test demonstrating compliance 
with all applicable emission limita-
tions. 

(ii) For batch units, maximum charge 
rate is 110 percent of the daily charge 
rate measured during the most recent 
performance test demonstrating com-
pliance with all applicable emission 
limitations. 

(2) Minimum pressure drop across the 
wet scrubber, which is calculated as 90 
percent of the average pressure drop 
across the wet scrubber measured dur-
ing the most recent performance test 
demonstrating compliance with the 
particulate matter emission limita-
tions; or minimum amperage to the 
wet scrubber, which is calculated as 90 
percent of the average amperage to the 
wet scrubber measured during the most 
recent performance test demonstrating 
compliance with the particulate mat-
ter emission limitations. 

(3) Minimum scrubber liquor flow 
rate, which is calculated as 90 percent 
of the average liquor flow rate at the 
inlet to the wet scrubber measured dur-
ing the most recent performance test 
demonstrating compliance with all ap-
plicable emission limitations. 

(4) Minimum scrubber liquor pH, 
which is calculated as 90 percent of the 
average liquor pH at the inlet to the 
wet scrubber measured during the most 
recent performance test demonstrating 
compliance with the HCl emission limi-
tation. 

(b) You must meet the operating lim-
its established during the initial per-
formance test on the date the initial 
performance test is required or com-
pleted (whichever is earlier). 

(c) If you use a fabric filter to comply 
with the emission limitations, you 
must operate each fabric filter system 
such that the bag leak detection sys-
tem alarm does not sound more than 5 
percent of the operating time during a 
6-month period. In calculating this op-
erating time percentage, if inspection 
of the fabric filter demonstrates that 
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